Artisan Crafted Wallcoverings



SPECIFICATIONS

Content: Cork

Backing: Non-Woven

Width (approx): 91.4 cm. (36 in.)
Roll Size (approx): 7.3 m. (8 yd.)
Sold by the Roll

Minimum Order Quantity: 1 Roll
Installation: Random Match
Vertical Repeat: N/A
Horizontal Repeat: N/A

Fire Code: Class A, ASTM E-84

Due to the handcrafted nature of this material, there may be a slight variance in
design and color. This is part of the inherent beauty of natural wallcoverings.

sangetsu | goodrich

www.goodrichglobal.com
info@goodrichglobal.com
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TAK-CBO01-01 [ T]
SPECIFICATIONS

Content: Cork TAKUMI
Backing: Non-Woven

Width (approx): 91.4 cm. (36 in.)

Roll Size (approx): 7.3 m. (8 yd.)

Sold by the Roll

Minimum Order Quantity: 1 Roll

Installation: Straight Match

Vertical Repeat: 18 ¢cm. (7.09 in.)
Horizontal Repeat: 18 cm. (7.09 in.)
Fire Code: Class A, ASTM E-84

Due to the handcrafted nature of this material, there may be a slight variance in
design and color. This is part of the inherent beauty of natural wallcoverings.

www.goodrichglobal.com

Sangetsu gOOdriCh info@goodrichglobal.com
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TAK-EE0Q1-01
SPECIFICATIONS

Content: Raffia

Backing: Non-Waven

Width (approx): 91.4 cm. (36 in.)
Roll Size (approx): 7.3 m. (8 yd.)
Sold by the Roll

Minimum Order Quantity: 1 Roll
Installation: Straight Match
Vertical Repeat: 18 ¢cm. (7.09in.)
Horizontal Repeat: 18 cm. (7.09 in.)
Fire Code: Class A, ASTM E-84
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TAK-EE01-02
SPECIFICATIONS

Content: Raffia

Backing: Non-Waven

Width (approx): 91.4 cm. (36 in.)
Roll Size (approx): 7.3 m. (8 yd.)
Sold by the Roll

Minimum Order Quantity: 1 Roll
Installation: Straight Match
Vertical Repeat: 18 ¢cm. (7.09in.)
Horizontal Repeat: 18 cm. (7.09 in.)
Fire Code: Class A, ASTM E-84

Due ta the handcrafted nature of this material, there may be a slight variance in
design and color. This is part of the inherent beauty of natural wallcoverings.

www.goodrichglobal.com

Sangetsu gOOdI’iCh info@goodrichglobal.com

TAK-EE02-01

SPECIFICATIONS [ T ]
Content: Sisal TAKUMI
Backing: Non-Waven

Width (approx): 91.4 cm. (36 in.)

Roll Size (approx): 7.3 m. (8 yd.)

Sold by the Roll

Minimum Order Quantity: 1 Roll

Installation: Straight Match

Vertical Repeat: 18 ¢cm. (7.09in.)

Horizontal Repeat: 18 cm. (7.09 in.)

Fire Code: Class A, ASTM E-84
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